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Introduction 
 

EEcoMark v2 is a benchmarking tool that uses real world applications for the purpose 

of measuring the performance-qualified energy consumption of personal computers.  

Requirements for Running EEcoMark v2 
 

¶ EEcoMark v2 benchmark software 

¶ Unit Under Test  (UUT) (i.e. computer to be tested) 

¶ Controller  

¶ Supported power meter 

¶ Gigabit Ethernet Switch  

Setting up the Connection 
 

1. Connect power meter to AC wall outlet.  

2. Connect UUT to power meter. 

3. Connect Ethernet cable from UUT to gigabit Ethernet switch.  

4. Connect Ethernet cable from Controller to gigabit Ethernet switch.  

5. Connect GPIB /Serial cable from power meter to controller.   

 

Note: ensure the correct drivers are installed for GPIB interface cable on the controller. 

 

The following image illustrates the setup:   
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Installing EEcoMark v2 UUT Software 
 

Insert EEcoMark v2  DVD media into the DVD drive o f the UUT. 

 

3ÏÌɯɁ ÜÛÖ/ÓÈàɂɯÍÌÈÛÜÙÌɯËÐÚ×ÓÈàÚɯÈɯÞÐÕËÖÞɯÓÐÚÛÐÕÎɯÈÝÈÐÓÈÉÓÌɯÖ×ÛÐÖÕÚȮɯÈÚɯÐÓÓÜÚÛÙÈÛÌËɯÐÕɯ

the following screenshot: 

 

 
 

CliÊÒɯÛÏÌɯɁOpen folder to view files ɂɯoption . The following window displays:  

 

 
 

Click ÛÏÌɯɁ$$ÊÖ,ÈÙÒɯ443ɯ2ÌÛÜ×ɂɯÐÊÖÕ.  
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The verification installer  bar displays, detailing the progress of the verification .  

 

 
 

When the setup verification completes, the BAPCo logo displays as illustrated in the 

following screenshot:  
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The EEcoMark v2 UUT Setup Wizard window displays, as illustrated in the following 

screenshot: 

 

 
 

"ÓÐÊÒɯÛÏÌɯɁ-ÌßÛɂɯÉÜÛÛÖÕȭɯ3ÏÌɯÓÐÊÌÕÚÌɯÈÎÙÌÌÔÌÕÛɯÍÖÙɯÛÏÌɯ$$ÊÖ,ÈÙÒ v2 UUT displays, as 

illustrated in the following screenshot:  

 

 
 

1ÌÝÐÌÞɯÛÏÌɯÈÎÙÌÌÔÌÕÛɯÈÕËɯÚÌÓÌÊÛɯÛÏÌɯɁ(ɯÈÊÊÌ×ÛɯÛÏÌɯÛÌÙÔÚɯÖÍɯÛÏÌɯÓÐÊÌÕÚÌɯÈÎÙÌÌÔÌÕÛɂɯ

button to accept the terms of the agreement. 
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"ÓÐÊÒɯÛÏÌɯɁ-ÌßÛɂɯÉÜÛÛÖÕȭɯ ɯÞÐÕËÖÞɯËÐÚ×ÓÈàÚȮɯÈÚɯÐÓÓÜÚÛÙÈÛÌËɯÐn the following 

screenshot: 

 

 
 

2ÌÓÌÊÛɯɁ%ÜÓÓɂɯÈÚɯÛÏÌɯÛà×ÌɯÖÍɯÐÕÚÛÈÓÓÈÛÐÖÕɯÍÙÖÔɯÛÏÌɯɁ2ÌÓÌÊÛɯÛÏÌɯÛà×ÌɯÖÍɯÐÕÚÛÈÓÓɂɯËÙÖ×-down 

menu. 

 

"ÓÐÊÒɯÛÏÌɯɁ-ÌßÛɂɯÉÜÛÛÖÕȭɯ ɯÞÐÕËÖÞɯËÐÚ×ÓÈàÚȮɯÈÚɯÐÓÓÜÚÛÙÈÛÌËɯÐÕɯÛÏÌɯÍÖÓÓÖÞÐÕÎɯ

screenshot: 

 

 
 

A default destination folder ËÐÚ×ÓÈàÚɯÐÕɯÛÏÌɯɁ#ÌÚÛÐÕÈÛÐÖÕɯ%ÖÓËÌÙɂɯÉÈÙȭɯ(ÍɯÛÏÐÚɯÓÖÊÈÛÐÖÕɯÐÚɯ

ÈÊÊÌ×ÛÈÉÓÌȮɯÊÓÐÊÒɯÛÏÌɯɁ-ÌßÛɂɯÉÜÛÛÖÕȭɯ2ÌÓÌÊÛɯÈÕɯÈÓÛÌÙÕÈÛÐÝÌɯËÌÚÛÐÕÈÛÐÖÕɯÍÖÓËÌÙɯÉàɯÊÓÐÊÒÐÕÎ 
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ÛÏÌɯɁ!ÙÖÞÚÌɂɯÉÜÛÛÖÕȭɯ6ÏÌÕɯÛÏÌɯÈÊÊÌ×ÛÈÉÓÌɯÓÖÊÈÛÐÖÕɯÐÚɯÚÌÓÌÊÛÌËȮɯÊÓÐÊÒɯÛÏÌɯɁ-ÌßÛɂɯ

button.  

 

The installation files install  in the destination folder. The following window displays:  

 

 
 

2ÌÓÌÊÛɯÛÏÌɯ2ÛÈÙÛɯ,ÌÕÜɯÍÖÓËÌÙɯÐÕɯÞÏÐÊÏɯÛÖɯÊÙÌÈÛÌɯÛÏÌɯ×ÙÖÎÙÈÔɀÚɯÚÏÖÙÛÊÜÛÚȭɯ 

 

"ÓÐÊÒɯÛÏÌɯɁ(ÕÚÛÈÓÓɂɯÉÜÛÛÖÕȭɯ3ÏÌɯÍÖÓÓÖÞÐÕÎɯÞÐÕËÖÞɯËÐÚ×ÓÈàÚȯ 

 

 
 

2ÌÓÌÊÛɯÛÏÌɯɁ1ÌÉÖÖÛɯÕÖÞɂɯÖ×ÛÐÖÕɯÉÜÛÛÖÕȭɯ"ÓÐÊÒɯÛÏÌɯɁ%ÐÕÐÚÏɂɯÉÜÛÛÖÕ. 
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Once the UUT has rebooted, EEcoMark will automatically launch the UUT software. 

Verify that EEcoMark has successfully launched by checking for  the BAPCo icon in 

the systray . 

 

 
 

This icon indicates that EEcoMark UUT is listening  for a connection from the 

Controller.  
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Setting up UUT for Testing 

Setting Monitor Resolution 

 

EEcoMark v2 testing methodology to be set at 1280x1024. 

 

Right click ÖÕɯÛÏÌɯËÌÚÒÛÖ×ɯÈÕËɯÚÌÓÌÊÛɯÛÏÌɯɁPersonalizeɂ option from the menu.  The 

following window displays:  

 

 
 

"ÓÐÊÒɯÛÏÌɯɁ#ÐÚ×ÓÈàɯ2ÌÛÛÐÕÎÚɂɯÖ×ÛÐÖÕȭɯ3ÏÌɯËÐÚ×ÓÈàɯÚÌÛÛÐÕÎÚɯÔÌÕÜɯËÐÚ×ÓÈàÚȯ 
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Select the required resolution by moving ÛÏÌɯɁ1ÌÚÖÓÜÛÐÖÕɂ slider until the value reads 

Ɂ12ƜƔɯÉàɯƕƔƖƘɯ×ÐßÌÓÚɂ.   

 

Click ÛÏÌɯɁApply ɂɯÉÜÛÛÖÕȭɯ 

 

ClÐÊÒɯÛÏÌɯɁ8ÌÚɂɯÉÜÛÛÖÕȭɯThe revised resolution settings are saved. 

 
Setting Power Scheme  

 

EEcoMark v2 testing methodology requires a specific power scheme setting. 

 

 

Right click ÖÕɯÛÏÌɯËÌÚÒÛÖ×ɯÈÕËɯÚÌÓÌÊÛɯÛÏÌɯɁPersonalizeɂ option from the menu.  The 

following window displays:  

 

 
 

 

 

 

 

 

 

 

 

 

 

 

"ÓÐÊÒɯÛÏÌɯɁ2ÊÙÌÌÕɯ2ÈÝÌÙɂɯÖ×ÛÐÖÕȭɯ3ÏÌɯÚÊÙÌÌÕɯÚÈÝÌÙɯÔÌÕÜɯËÐÚ×ÓÈàÚȮɯÈÚɯÐÓÓÜÚÛÙÈÛÌËɯÐÕɯÛÏÌɯ

following screenshot:  
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"ÓÐÊÒɯÛÏÌɯɁ"ÏÈÕÎÌɯ×ÖÞÌÙɯÚÌÛÛÐÕÎÚȱɂɯÖ×ÛÐÖÕȭɯ3ÏÌɯÍÖÓÓÖÞÐÕÎɯÞÐÕËÖÞɯËÐÚ×ÓÈàÚȯ 

 

 
 

2ÌÓÌÊÛɯÛÏÌɯɁ$$ÊÖ,ÈÙÒɂɯÖ×ÛÐÖÕɯÜÕËÌÙɯÛÏÌɯɁ'ÐËÌɯÈËËÐÛÐÖÕÈÓɯ×ÓÈÕÚɂɯÚÌÊÛÐÖÕɯÖÍɯÛÏÌɯ×ÖÞÌÙɯ

options window.  

Note: The ɁEEcoMarkɂ option is only present if the UUT was set up using the 

AutoConfig  tool from www.bapco.com . If the EEcoMark option is not present, choose 

the OS included ȿBalancedɀ power scheme.  Close the power options window.  The 

power scheme settings are saved. 

  

http://www.bapco.com/
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Configuring UUT for Testing 
 

Right click on the network icon in the system tray. The following menu displays:  

 

 
 

2ÌÓÌÊÛɯÛÏÌɯɁ-ÌÛÞÖÙÒɯÈÕËɯ2ÏÈÙÐÕÎɯ"ÌÕÛÌÙɂɯÖ×ÛÐÖÕȭ The following menu displays:  

 

 
 

 

 

 

 

 

 

 

 

 

 

 




































